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Overview 


Labmate Illumination Incubator is an equipment with microprocessor 
control of temperature, illumination, temperature rising speed to 
imitate temperature change in the day and at the night, also to 
realize multi-segment program control by choosing — stable 
illumination for growth environment. It is an Omni-directional 3D 
heating technology ensuring uniformity of chamber temperature, 
with independently-controlled illumination inside the chamber and 
compressor with over-pressure and under-pressure protection, 
intelligent defrost, self-checking on-and-off control programme and 
internal refrigeration device. It has dual doors to maintain the inner 
temperature. 


Specifications : 
Chamber volume 750L 


With illumination: 0°C ~ 60°C. With 
illumination: 10°C ~ 60°C 


Temp. Control Range 


Temp. Fluctuation i 0.5'C 


Temp. Accuracy | =O Cat ar C 


Temp. Uniformity + 0.5°C at 37°C 


Temp. Controller PID microprocessor control, soft 
touch 


Display LED 
Temp. Sensor PT100 
Illumination 0-20000LX 


Timer Power-on, power off. Timing range: 
1min-2970hr 


Inner Material 304 stainless steel 
Outer Material Steel (powder coating) 
Inner Dimensions 850x800x 1100 mm 
Outer Dimensions 1000x1050x1875mm 
Net Weight 253 
Power Consumption 2360 


Shelf Size 784x780 


Shelf Qty 3 out of 17 


Power Supply 220V/50Hz (Optional: 220V/60Hz, 
110V/60Hz) 


Features : 


- Powder coated steel housing 

- Adjustable stainless steel shelves 

- Microprocessor controlled system for temperature, illumination 
- Compressor with pressure security 

- 3D heating technology 

- High-speed, high-performance CPU chip 

- High-sensitivity and high precision Pt resistance sensor 

- Multiple alarming for sensor failure, high/low temperature deviation, 
over temperature 

- Parameter memory 

- Programmed control of circulated airflow speed 

- Temperature display calibration 

- Self-diagnostic control technology 


- 30-segment temperature control program to realize temperature 
curve 


- 8-grade adjustable LED illumination to protect the lamp 
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